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All Lighting Columns are designed to the European Standard BS EN 40 which takes account
of loads due to the weight and windage of the luminaire.

Nominal luminaire weights of 40kg for Post Top and 20kg for Side Entry are used in the tables.
Different projection brackets and spigot sizes can be provided for all columns.

All tables provide details for single door columns. Please contact us for information regarding
double door columns.

Flange Details see Page 196
Wind Loading Details see page 204



118

3000

),
ey |
L

o

800

(I

3m parallel sided column for 76mm & post top luminaire or with separate bracket for side entry luminaire. Finish hot

dip galvanised.

Column weight: 27 kg

Part Numbers:

Column Rooted : AFR2503TO1
Column Flanged: AFF2503T01

Column Options: Flush Door
Security Lock

Max Wind Area (m?) per Luminaire at Wind
Loading Factor, RWF

Max Extra  Light Medium Heavy Extra
Weight per Light Heavy
Luminaire

kg

350 396 429 466 576

Post Top  76mm @ 40 1.50 1.32 1.20 1.10 0.88

4m parallel sided column for 76mm & post top luminaire or with separate bracket for side entry luminaire.

Finish hot dip galvanised.

Column weight: 32 kg

Part Numbers:

Column Rooted : AFR2504T01
Column Flanged: AFF2504T01
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Column Options: Flush Door
Security Lock

Max Wind Area (m?) per Luminaire at Wind
Loading Factor, RWF

Max Extra  Light Medium Heavy Extra
Weight per Light Heavy
Luminaire

kg

350 396 429 466 576

40 0.90 0.78 0.71 0.64 0.50
Post Top 76mm @
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4.7m parallel sided column for 5m mounting height with 76mm @& spigot for post top luminaire or with separate bracket
for side entry luminaire. Finish hot dip galvanised.

Column Options:  Flush Door

Column weight: 37 kg Security Lock

Part Numbers:
Column Rooted AFR2505001
Column Flanged:AFF2505001

Max Wind Area (m?) per Luminaire at Wind
Loading Factor, RWF

Luminaire  Bracket Max Extra  Light Medium Heavy Extra
Fixing No. Weight per Light Heavy
Luminaire
kg

350 396 429 466 576

Post Top 76mm < - 40 0.65 0.55 0.50 0.45 0.33
0.83m Single Arm Bracket 34mm @ AB2406501 20 0.56 0.48 0.43 0.38 0.28
0.5m Single Arm Bracket  34mm & AB2410501 20 0.44 0.39 0.36 0.33 0.25
0.75m Single Arm  Bracket 34mm @ AB2415501 20 0.29 0.25 0.24 0.22 0.17
0.3m Double Arm Bracket  34mm @ AZ2406402 20 0.30 0.25 0.23 0.20 0.14
0.5m Double Arm Bracket  34mm @ AZ2410402 20 0.29 0.24 0.22 0.19 0.13
0.75m Double Arm Bracket  34mm @ AZ2415402 20 0.28 0.23 0.21 0.18 0.12
Single Floodlight Bracket  Stirrup AZ2701001 40 0.65 0.55 0.50 0.45 0.33
Twin  Floodlight — Bracket  Stirrup AZ2704004 20 0.32 0:27 0.25 0.22 0.16
Twin  Post Top Bracket 76mm @& AZ2807006 20 0.32 0.27 0.25 0.22 0.16
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5m parallel sided column with swaged spigot for use wiith separate bracket for side entry luminaire. Finish hot dip galvanised.

Column weight: 37 kg Column Options:  Flush Door
Part Numbers: Security Lock
Column Rooted: AFR2505A01

Column Flanged: AFF25050A1

Max Wind Area (m?) per Luminaire at Wind
Loading Factor, RWF

Luminaire  Bracket Max Extra  Light = Medium Heavy Extra
Fixing No. Weight per Light Heavy
Luminaire
kg

350 396 429 466 576

0.3m Single Arm Bracket 34mm & A2406201 20 054 046 0.41 036 0.26
0.5m Single Arm Bracket 34mm @ A2410201 20 050 043 0.38 034 0.24
0.75m Single Arm  Bracket 34mm & A2415201 20 046 039 035 0.31 0.22
0.3m Double Arm Bracket 34mm @ A2406200 20 029 024 022 019 0.13
0.5m Double Arm Bracket 34mm & A2410200 20 0.28 0.24 0.21 018  0.12
0.75m Double Arm Bracket 34mm @ A2415200 20 0.27 0.22 0.20 0.17 0.11

121



A
1 - @140

AFR2505T01 AW2505T03 AFR2505B03 AFR2505B01



124

I

1000

S ]
[

= S

(e

| - @140

5700

1000

(&)

h;;;
L

@ 140

5.7m parallel sided column for 6m mounting height with 76mm  spigot for post top luminaire or with separate bracket for

side entry luminaire. Finish hot dip galvanised.

Column weight: 45 kg

Part Numbers:

Column Rooted: AFR2506001
Column Flanged: AFF2506001

0.3m
0.5m
0.75m
0.3m
0.5m
0.75m
Single
Twin
Twin

Post Top

Single Arm  Bracket
Single Arm  Bracket
Single Arm  Bracket
Double Arm  Bracket
Double Arm  Bracket
Double Arm  Bracket

Floodlight ~ Bracket
Floodlight Bracket
Post Top Bracket

Luminaire
Fixing

76mm
34mm
34mm
34mm
34mm
34mm
34mm
Stirrup
Stirrup
76mm

(SECECECEVRNEN]
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Bracket
No.

B2406501
B2410501
B2415501
72406402
72410402
72415402
72701001
22704004
72807006

Column Options: Flush door
Security lock

Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF

Max

Extra

Weight per Light

Luminaire
kg

350

0.41
0.36
0.34
0.28
0.18
0.17
0.16
0.41
0.20
0.20

Light

396

0.34
0.30
0.28
0.25
0.17
0.16
0.15
0.34
0.17
0.17

Medium Heavy
429 466
0.30 0.26
0.26 0.22
0.24 0.21
0.22 0.19
0.14 0.12
0.14 0.11
0.13 0.10
0.30 0.26
@5 0.13
0.15 0.13

Extra
Heavy

576

0.17
0.15
0.13
0.11
0.08
0.07
0.06
0.17
0.08
0.08
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6m parallel sided column with swaged spigot for use with separate bracket for side entry luminaire. Finish hot dip galvanised.

(For post top version see FR2506T01)

Column weight:
Part Numbers:

Column Rooted: AFR2506A01
Column Flanged AFF2506A01

45 kg Column Options:  Flush door

Security lock

Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF

Luminaire  Bracket Max Extra  Light Medium Heavy Extra
Fixing No. Weight per Light Heavy
Luminaire
kg
350 396 429 466 576
0.83m Single Arm Bracket 34mm @ A2406201 20 0.35 0.28 0.24 0.20 0.138
0.5m Single Arm Bracket 34mm & A2410201 20 0.33 0.26 0.22 0.19 0.11
0.75m Single Arm Bracket 34mm @ A2415201 19 0.30 0.23 0.20 0.17 0.09
0.3m Double Arm Bracket 34mm @ A2406200 20 0.18 0.14 0.12 0.10 0.06
0.5m Double Arm Bracket 34mm @ A2410200 20 0.17 0.13 0.11 0.09 -
0.75m Double Arm Bracket 34mm @ A2415200 20 0.16 0.12 0.10 0.08 -
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5m slimline tapered tubular steel column for 76mm post top luminaire. Finish hot dip galvanised.

Column weight: 44 kg 42 kg Column Options:  Flush door
g . ; Security lock
Part Numbers: 76mm & spigot 60mm & spigot
Column Rooted : ATT2305075 ATT2305061
Column Flanged: ATC2305075 ATC2305061
Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF
Post Top 76mm @ Max. Weight ~ Extra Light Medium Heavy Extra
per luminaire  Light Heavy
kg

350 396 429 466 576
40 066 0.55 0.49 0.44 0.31

4.7m slimline tapered tubular steel column for 5m mounting height with 76mm @ post top luminaire or with separate bracket

for side entry luminaire. Finish hot dip galvanised.
Column weight: 44 kg

Part Numbers:

Column Rooted : ATT2305001
Column Flanged: ATC2305001

Post Top
0.3m  Single Arm
0.6m  Single Arm
0.756m Single Arm
0.3m Double Arm
0.5m Double Arm
0.75m Double Arm

Bracket
Bracket
Bracket
Bracket
Bracket
Bracket

Luminaire
Fixing

76mm
34mm
34mm
34mm
34mm
34mm
34mm

[SECENECEORNEN]

Bracket
No.

B2406501
B2410501
B2415501
72406402
72410402
72415402

4700

Column Options:

Flush door

Security lock

| -2114

Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF

Max Extra
Weight per Light
Luminaire

kg

350

40 0.71

20 0.39

20 0.33

20 0.27

20 0.34

20 0.33

20 0.27

Light

396

0.61
0.32
0.27
0.22
0.28
0.27
0.22

Medium Heavy
429 466
0.55 0.49
0.29 0.26
0.24 0.21
0.02 17
0.25 0.22
0.24 0.21
0.02 0.17

Extra
Heavy

576

0.36
0.19
0.15
0.12
0.16
0.15
0.12
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5m tapered tubular steel column for 76mm post top luminaire. Finish hot dip galvanised. 4.7m tapered tubular steel column for 5m mounting height with 76mm & spigot for post top luminaire or with separate
bracket for side entry luminaire. Finish hot dip galvanised. :
Column weight: 58 kg 55 kg Column Options: Flush door Column weight: 55 kg Column Options: Flush Door
Part Numbers: 76mm @ spigot 60mm @ spigot Security lock Part Numbers:  Single door Security lock
Column Rooted : ~ ATT2505075 ATT2505061 Column Rooted: ATT2505009
Column Flanged: ~ ATC2505075 ATC2505061 Column Flanged: ATC2505009
Max Wind Area (m?) per Luminaire at Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF Wind Loading Factor, RWF
Luminaire Bracket Max Extra  Light  Medium Heavy Extra
Fixing No. Weight per Light Heavy
Max. Weight ~ Extra Light Medium Heavy Extra Luminaire
per luminaire  Light Heavy kg
kg
Post Top  76mm & 350 396 429 466 576 350 396 429 466 576
40 Post Top 76mm & 40 1.20 1.04 0.95 0.85 0.66
thgs QR e Grs RS 03m SingeAm Bracket 34mm @ B2406501 20 067 059 055 050 041
0.5m Single Arm Bracket 34mm & B2410501 20 0.49 0.43 0.40 0.36 0.29
0.75m Single Arm  Bracket 34mm & B2415501 20 0.32 0.28 0.26 0.24 0.19
0.3m Double Arm Bracket 34mm & Z2406402 20 0.57 0.49 0.44 0.40 0.30
0.5m Double Arm Bracket 34mm @ Z2410402 20 0.49 0.43 0.40 0.36 0.29
0.75m Double Arm Bracket 34mm @ 272415402 20 0.32 0.28 0.26 0.24 0.19
Single Floodlight — Bracket  Stirrup 22701001 40 1.20 1.04 0.95 0.85 0.66
Twin  Floodlight ~ Bracket  Stirrup 72704004 20 0.58 0.50 0.45 0.41 0.31
Twin  Post Top Bracket 76mm @ Z2807006 20 0.58 0.50 0.45 0.41 0.31
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10m tapered tubular steel column for 76mm post top
luminaire. Finish hot dip galvanised.

Column weight: 160 kg~ Column Options: Flush door

Security lock

Part Numbers:
Column Rooted :
Column Flanged:

76mm & spigot
ATT610075
ATHB10065

Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF

Post Top 76mm @

Max. Weight Extra Light Medium Heavy Extra
per luminaire  Light Heavy
kg
350 396 429 466 576

40 0.54 0.44 0.38 0.33 0.23

10000

2194

1500

10m heavy duty tapered tubular steel column for 76mm post
top luminaire. Finish hot dip galvanised.

Column weight: 195 kg  Column Options: Flush door
Security lock

Part Numbers:  76mm @ spigot
Column Rooted : ATT710075
Column Flanged: ATH710075

Max Wind Area (m?) per Luminaire at
Wind Loading Factor, RWF

Post Top 76mm &

Max. Weight Extra Light Medium Heavy Extra
per luminaire  Light Heavy
kg
350 396 429 466 576
40 132 1.14 1.03 0.93 0.72

10000

1500

10m tapered tubular steel column for use with separate bracket for side entry luminaire. Finish hot dip galvanised.

Column weight:

Part Numbers

153 kg

Single door

Column Rooted ATT610013
Column Flanged ATH610013

0.5m
1.0m
1.5m
0.5m
1.0m
1.5m

Single Arm
Single Arm
Single Arm
Double Arm
Double Arm
Double Arm

Bracket
Bracket
Bracket
Bracket
Bracket
Bracket

Luminaire
Fiixing

42mm &
42mm @
42mm &
42mm @
42mm o
42mm @

Bracket
No.

B2710135
B2720135
B2730135
B2710136
B2720136
B2730136

Column Options: Flush door
Security lock

Max
Weight per
Luminaire

kg

20
20
20
20
20
20

Max Wind Area (m?) per Luminaire at

Wind Loading Factor, RWF

Extra
Light

350

0.44
0.33
0.25
0.26
0.22
0.18

Light

396

0.36
0.27
0.19
0.21

0.17
0.13

Medium Heavy Extra

429

0.31
0.23
0.16
0.18
0.14
0.10

466

0.27
0.19
0.13
0.15
0.11

0.08

Heavy

576

0.18
0.12
0.07
0.09
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4m mid hinge parallel sided steel column with 76mm @ spigot ~ 5m mid hinge parallel sided steel column with 76mm & spigot 6m mid hinge parallel sided steel column with 76mm & tubular mid-hinge columns allow luminaires to be
for post top luminaire up to 16kg. Column has large base  for post top luminaire up to 16kg. Column has large base for spigot for post top luminaire up to 16kg. Column has maintained safely at ground level.
for control gear or large fuse cut-out. Base compartment  control gear or large fuse cut-out. Base compartment can large base for control gear or large fuse cut-out. Base mid hinge columns can be operated quickly by one
can be accessed without lowering the column. Finish hot  be accessed without lowering the column. Finish hot dip compartment can be accessed without lowering the person.
dip galvanised. galvanised. column. Finish hot dip galvanised. mid hinge columns do not require the spring or
hydraulic counterbalance required for base hinge
Column weight: 42 kg Column weight: 49 kg Column weight: 58 kg columns, where tools can be costly to buy and maintain.
Part Numbers: Part Numbers: Part Numbers: . mid-hinge columns can be maintained by the user
without the need to hire lifting platforms.
Column Rooted :ARM504T01 Column Rooted : ARM505T01 Column Rooted : ARM506TO1 mid-hinge columns can be an advantage in situations
Column Flanged: AFM504201 Column Flanged: AFM505T01 Column Flanged: AFM506T01 where space is limited or where access for lifting platforms
is difficult. For example, footpaths and walkways, car parks,
railways, ports.
mid-hinge columns are designed to BS EN 40
Me il Avse (e of Linm i e Wil Arses (72l of Leiminaire Matxv\\l’\{i%d I_Aredz; (ng oftLueri\rA?ge mid-hinge columns provide a consistent profile and
ax Wind Area (m) of Luminaire ] ; Ll at Wind Loading Factor, pearance and so can be incorporated into locations
at Wind Loading Factor, RWF at Wind Loading Factor, RWF 3v$1ere standard parallel sided tubular columns are used.
Post top 70mm @ Post top 70mm @& Post top 70mm & Options:
® side entry Ian}erns can be mou_nted on brackets up to
Max. Weight ~Extra Light Medium Heavwy Extra  Max. Weight Extra Light Medium Heavy Extra Max. Weight ~ Extra Light Medium Heavy Extra 0.5m long using a 34mm @ spigot
kg Light Heavy kg Light Heavy kg Light Heavy e A smgle fIO(?dllght mounting bracket is available
e Available with standard overlapping and optional flush
350 396 429 466 576 350 396 429 466 576 350 396 429 466 576 doors . . . )
* Available with standard tri-head or optional security
16 060 050 046 042 032 16 040 035 032 029 022 16 030 025 022 020 0.4 door locks
¢ Available with optional internal drop latch lock for hinge
mechanism
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